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SJS3000 - Generation 2 / PRO SERIES
SJS+Smart Jump Start Charger & Portable Power Supply

● 3000 AMP Max. Cell Power
● 1200 AMP Max. Peak Clamp Power
● 800 AMP Max. Start Clamp Power

Inclusions:
● SAA Approved 240V AC / 15V DC 2A Battery Charger
● 12V DC / 15V DC 1A Car Cigarette Lighter Charger
● Heavy Duty Jumper Leads
● EC8 to EC5 Cable Adaptor
● USB 5V 2 in 1 Adaptor Cable
● Multi Volt Digital Charging Cable and 8  Adaptors 
● LED flashlight with 3 modes (ON or SOS or EMERGENCY FLASH)
● Backlit LCD Display Screen
● Ultra slim zip carry bag (365x265x70mm Complete Kit Weight 2.3kg)

NEW Features:
● Battery : 12V Lithium Polymer 32,000mAh (118.4hr) 6S 2P 3.7v per cell
● Max Current : 3000A Absolute / 1200 A PEAK at clamps / 800a START at clamp
● Output : 12V DC
● Protection for : Over discharge Protection / Reverse Current / Reverse Polarity / Short circuit / Overtemp  / Overcranking / Surge / 
   Voltage Differential / Overload Reset / Over Charge / Over Discharge 
● Charge Time of Power Pack from flat : 4 hours for 240V Wall charger or 8 hours from Car Charger
● Suitable to Emergency Jump Start Vehicles max 7L (7000cc) Diesel or max 10L (10,000CC) Petrol Engines 
● Suitable to charge 12V 2.5A / 16V 3.5A or 19V 3.5A Digital Devices 
● Suitable to charge 12V DC Devices max 180W 15A when used in conjunction with EC8 to EC5 Adaptor and Female Cigarette 
   Lighter Socket (SSFCL156 sold separately)
● Suitable for use with Tyre Pump (TP001 sold separately)
● Full Recharging recommended after each use and every 6-8 weeks
● Not to be stored in areas of excessive heat where ambient temperature is above 60D C


