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 CODE TECHNICAL DATA DIMENSIONS PACKAGING
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 BULK1 4000 800 12 Ø300 90 9.0 63x32x41 8

 BULK2 4000 800 12 Ø300 90 8.0 63x32x41 8

 BULK3 4000 800 12 230 90 8.5 48x35.5x41 8

 BULK4 4000 800 12 230 90 8.5 48x35.5x41 8

 BULK5 4000 800 12 280 90 10 59.5x30x39.5 8

 BULK6 4000 800 12 280 90 10 59.5x30x39.5 8

 BULK7 4000 800 12 Ø300 90 9 63x32x41 8

 BULK8 4000 800 12 Ø300 90 9 63x32x41 8

BULK1 BULK2

BULK3 BULK4

BULK5 BULK6

BULK7 BULK8

NEW NEW

TECHNICAL DATA

BULK SERIES
LED Bulkhead Lights

●  Input voltage: 240V AC
●  Epistar 2835 LED chips
●  CRI: >80
●  Material: polycarbonate, frosted diffuser
●  Ambient temp: -20 to 450C
●  Double insulated
●  IK10 impact rating for Vandal resistance
●  Large terminal holes for easy connection

APPLICATIONS

Balcony, car park, patio, etc. Can be used as wall lights or ceiling 
lights.
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