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PRODUCT FEATURES
● Input voltage: 220-240V AC 50/60Hz
● Housing: powder coated 304 stainless steel
● Screws & surface mounting bracket + louvres: stainless steel 
   (Not for use inground)
● Diffuser: clear PC
● Max 60W halogen globes
● E27 lamp holder
● Recommended CLA globes: 3U001-003, CAN & LT series
   (Limited space of OD 53mm x H 145mm available)
● Globe not included
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CLA1615LBL BOLLARD ELANORA SS304 ES BLK LONG 1000mm Ø101 Ø53 145 1000 Ø145 2.4 15x15x101 4

CLA1615SBL BOLLARD ELANORA SS304 ES BLK SHORT 500mm Ø101 Ø53 145 500 Ø145 1.3 15x15x51 10

CLAW32 WALL ES ELANORA S/M FIXED SS304 RND Ø101 Ø53 145 265 Ø97 1.5 29x17x11.5 10

CLA1615L BOLLARD ELANORA SS304 ES LONG 1000mm Ø101 Ø53 145 1000 Ø145 2.0 15x15x100 4

CLA1615S BOLLARD ELANORA SS304 ES SHORT 500mm Ø101 Ø53 145 500 Ø145 1.0 15x15x51 10

ELANORA SERIES
E27 Garden Wall & Bollard Lights
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