
27W 316 STAINLESS STEEL ADJUSTABLE INGROUND LIGHTS 

PHOTOMETRICS

27W 316 STAINLESS STEEL 
ADJUSTABLE INGROUND LIGHTS

MATERIAL 316 STAINLESS STEEL + ALUMINIUM

COLOUR/FINISH STAINLESS STEEL

COLOUR TEMP. 3000K | 4000K | 5000K

LUMEN OUTPUT 1743LM | 2006LM | 1913LM  

INPUT VOLTAGE 24V DC

BUILT-IN LED 27W

DIMMING NO

CRI RA >80

BEAM ANGLE 30°

TILT 15°

IP RATING IP67

IK RATING IK10

TRAFFICABLE 1000KG

FACE DIAMETER 260MM

INSTALLATION DEPTH 275MM

CUT OUT (WITH CANISTER) 249MM

CUT OUT (WITHOUT CANISTER) 238MM
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AVERAGE BEAM ANGLE(50%):17.0 DEG
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PRODUCT DATA

PRODUCT ORDERING 

316 STAINLESS STEEL

HCP-251273 27W 
LED 3000K 1743LM

HCP-251274 27W 
LED 4000K 2006LM

HCP-251275 27W 
LED 5000K 1913LM

OTHER DATA

ADJUSTMENT TOOL
(SUPPLIED WITH FITTING)

Adequate drainage must be allowed when 
installed, refer installation instructions at  
HavitCommercial.com.au

Address: 8/133 Beauchamp Road, Matraville, N.S.W. 2036

Web: www.havitcommercial.com.au 
Email: sales@havitcommercial.com.au




