
SKU

LUC SP3-BK83-826

GTIN

9329501054284

DESCRIPTION

CATEGORIES

Spike Lights

USAGE

Outdoor Lighting, Trade Selection

VOLTAGE INPUT

8~26V

FIXTURE COLOR

Black, Clear

TOTAL WATTAGE (MAX)

3

GLOBE / LIGHT SOURCE QTY

1

FIXTURE MATERIAL

Metal, Polycarbonate

FIXTURE HEIGHT (CM)

36.00

FIXTURE DIAMETER (CM)

3.30

GLOBE TYPE

LED integrated COB

GLOBE / LIGHT SOURCE INCLUDED

Yes

LUMENS

280

COLOR TEMPERATURE

Warm White

COLOR KELVIN

3000k

DIMMABLE

No

BEAM ANGLE

45

IP RATING

IP65

LEAD AND PLUG

No

APPROVALS

RCM

REPLACEMENT WARRANTY

*3 Years

CARE INSTRUCTIONS

Do not use strong liquid cleaners, Wipe clean with a dry cloth

BOX WEIGHT (KG)

0.28

BOX LENGTH (CM)

39.00

BOX WIDTH (CM)

4.00

BOX HEIGHT (CM)

4.00

MASTER CARTON LENGTH (CM)

40.00

MASTER CARTON WIDTH (CM)

23.00

MASTER CARTON HEIGHT (CM) 

23.50

LUC SP3-BK83-826
12545P

The LUC spike is a directional spot LED luminaire.
This flexible lamp is simple, functional, and available in 3 sizes.
Its alignment can be easily adjusted with the flexible swivel.
The LUC spike is the ideal choice for highlighting trees, flower
beds, facades, sculptures, etc. in all outdoor areas in the dark.
With an operating voltage of 8~26 volt AC/DC and a water-
protected rating of IP65, it is a versatile and safe lighting
solution for outdoor areas. Other fixtures in the LUC series can
be combined to form a complete outdoor space solution.
A 8 or 26 volt AC transformer is recommended to power up
this fixture.
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MASTER CARTON WEIGHT (KG)

7.16

IMAGE -DIMENSIONS
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