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50W Mono High Power LED

AQL-910

1300 662 644 
sales@aqualux.com.au

Visit www.aqualux.com.au for: Full product details and available options.  Full product details and available options.  
Order code configuration & customised datasheets. Voltage drop calculator & LED technical information.Order code configuration & customised datasheets. Voltage drop calculator & LED technical information.

TECHNICAL

PRODUCT CODE AQL-910

Product Family AQL-900 Series

CONSTRUCTION CNC Machined Aluminium

IP RATING IP65

WARRANTY 3-Year Aqualux Warranty

BODY COLOUR Black Powder Coat (Al)

CONTROL GEAR 24V DC

RATED POWER 50W

NOMINAL LUMENS 3375Lms

CCT / COLOUR 2700K - 900mA / 5000K - 900mA

OPTICAL 25° / 40° / 60°

CRI 80

CABLE 1m Aqualux Cable

DIMMING PWM Power Dimming

137mm 76mm

220mm
210°

INTRODUCTION

Delivering up to 9200lm in the 50W 
model, the Aqualux Polaris series 
of architectural LED floodlights are 
specifically designed for situations 
where you need the most output from a 
compact, stylish luminaire.

VARIANT CODES

AQL-910-BKE0502725S

AQL-910-BK-E0502740S

AQL-910-BK-E0502760S

AQL-910-BK-E0505025S

AQL-910-BK-E0505040S

AQL-910-BK-E0505060S


