
Features

• Ideal for residential, retail, showroom 
and decorative lighting applications

• Supplied with dimmable LED driver

• Three year warranty

IP Rating
IP44 

Dimmable
On selected dimmers

Compliance
IC-4 rated according to 
AS/NZS 60598.2.2:2016

Colour temperature
Cool white, warm white
and daylight
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LED DOWNLIGHT
12W LED Downlight tri-colour supplied with dimmable driver

AT9012/TRI TRI-COLOUR



12W LED Downlight tri-colour supplied with dimmable driver.

Description

Finish

AT9012/TRI
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Product range

Code Product code Finish

AT9012/WH/TRI 11148 White

AT9012/BLK/TRI 11060 Black

AT9012/SIL/TRI 11099 Silver

AT9012/AND/TRI 11075 Anodised aluminium

AT9012/SC/TRI 11218 Satin chrome

Accessories range

Code Product code Description

AT9018/WH 10121 140mm extension plate

AT9019/WH 10130 170mm extension Plate

AT9018/BLK 10117 140mm extension plate

AT9019/BLK 10128 170mm extension Plate

AT9018/SIL 10119 140mm extension plate

AT9019/SIL 10126 170mm extension Plate

AT9018/AND 10144 140mm extension plate

AT9019/AND 10149 170mm extension Plate

AT9018/SC 10146 140mm extension plate

AT9019/SC 10150 170mm extension Plate

Dimensions

Diameter Height Cut out

Ø110mm 37mm Ø92mm

Anodised Aluminum 
(AND)

Satin Chrome
(SC)

Black (BLK) Silver (SIL)White (WH)

Product Specification

Voltage 230V~ 50Hz

Power Consumption 12W

Light Colour Options Warm white Cool white Day light

Lumen Output 930lm 1000lm 950lm

Colour Temperature 3000K 4000K 5500K

Colour Rendering Index > 80

Beam Angle 90°

Dimmable Yes*

Warranty 3 Years

Working Temperature 0°C – 40°C

IP Rating (Front face only) IP44

IC Rating IC-4

Compliance
AS/NZS 60598.2.2
AS/NZS 61347.2.13
AS/NZS CISPR15

*Dimmable on selected dimmers. For additional information please visit our website
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