
KALLA LED
FLOOR LAMP

APPLICATIONS

• Ideal for reading nooks, ambient light or to 
increase light in a darker area of your home.

Bespoke look 
adjustable floor lamp.
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The Kalla multi-light floor lamp is bright and bespoke. It’s the 
perfect addition for living spaces and reading areas

• Easily direct the light using two adjustable heads that move up to 90 
degrees and rotate up to 335 degrees

• Provides an ample spread of direct light, perfect for adding to your 
workspace or reading area 

• Compact and lightweight design is ideal for small spaces and can be 
moved around with ease 

• Turns on and off using an in-line foot switch.

• Uses two integrated 6W LED light sources.

• Quick and easy Do-It-Yourself installation

• Australian approved 1.8m cable and plug

WATTS
2x6

TOTAL
LUMENS

650240V
AC

2YR
WARRANTY

3000K
WARM
WHITE

DIY



MODEL COLOUR DESCRIPTION BOX SIZE GROSS WEIGHT BOX QTY BARCODE/TUN

RETAIL
BOX

21427/05 White Kalla LED Floor Lamp
W150 x H355  
x D150 mm

1.90 kg 1 pc

OUTER 
CTN

21427/05 White Kalla LED Floor Lamp
W255 x H475  
x D550 mm

8.00 kg 4 pc

RETAIL
BOX

21427/06 Black Kalla LED Floor Lamp
W150 x H355  
x D150 mm

2.700 kg 1 pc

OUTER 
CTN

21427/06 Black Kalla LED Floor Lamp
W255 x H475  
x D550 mm

8.00 kg 4 pc
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INSTALLATION

Do-It-Yourself

KALLA LED
FLOOR LAMP

TECHNICAL SPECIFICATIONS

Operating voltage: 240V / 50Hz

Output: DC11V/1A

Class: Lamp: Class III (3)
DC Power Supply: Class II (2)

Wattage: 2 x 6W Total

Lumens: 650 Total Lumens

Light adjustable: 3000K Warm White

Dimming: No

Colour rendering index: > 80

Construction: Body: Metal
Heads: ABS

Plug and Cord: 2-Pin, 1.8m length

Box Includes: 1 x lamp, 1x 11V/1A adapter

Operating temperature: +25°C ta

Warranty: 2 year replacement

Standards: AS/NZS 60598.1


