
LED GLOBES
GU10, 4W

APPLICATIONS

• Indoor or outdoor light fittings

CRI (Ra)
<80DIY

The durable and cost and energy efficient alternative to 
halogen spots, Brilliant GU10 LED Globes can be installed 
as replacements in existing indoor or outdoor fitting, 
maintaining their beautiful light beam for years and years to 
come.

• Energy efficient, long lasting LED light source technology

• Available in Warm or Cool White

• 100% instant glow start up

• Non-dimmable

• Provides a 60 degree beam with up to 300 lumens of clear, crisp light 
from a 4W LED light source.

• Fits in most GU10 fittings.

Brilliant Lighting (Aust) Pty Ltd 956 Stud Road Rowville Vic 3178 www.brilliantlighting.com.au   

60°
BEAM 

SPREAD

4W
300LM

4200K
COOL
WHITE

3000K
WARM
WHITE

21895 21710

GU10 BASE



MODEL BASE DESCRIPTION BOX SIZE GROSS WEIGHT BOX QTY BARCODE/TUN

RETAIL
BOX

21895 GU10

LED GU10 Globe 
4W Warm White

W51 x H60  
x D51 mm

0.05 kg 1 pc

INNER 
CTN

21895 GU10
W490 x H270  
x D430 mm

0.52 kg 10 pc

OUTER 
CTN

21895 GU10
W625 x H230  
x D305 mm

5.20g 100 pc

RETAIL
BOX

21710 GU10

LED GU10 Globe 
4W Cool White

W51 x H60  
x D51 mm

0.05 kg 1 pc

INNER 
CTN

21710 GU10
W490 x H270  
x D430 mm

0.52 kg 10 pc

OUTER 
CTN

21710 GU10
W625 x H230  
x D305 mm

5.20 kg 100 pc

INSTALLATION

Do-it-Yourself installation
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29312641217101

LED GLOBES
GU10, 4W

9 312641 217107

19312641217104

29312641218955

9 312641 218951

19312641218958

TECHNICAL SPECIFICATIONS

Operating voltage: 240V / 50Hz

Wattage: 4W Total

Lumens: 300 Total Lumens

Colour temperature: 21895: 3000°K (Warm white)
21710: 4200°K (Cool white)

Beam angle: 60 degrees

Colour rendering index: > 80

Dimmable: No

Rated lifetime: Average life of 10,000hrs 

Construction: Polycarbonate

Operating temperature: +5°C to 40°C

Standards: AS/NZS 62560:2011+A1:2015
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