
DUNCAN DUAL-WATT LED
CCT BATTEN LIGHT

APPLICATIONS

• Office & school lighting: office room, meeting 
room, class room.

• Commercial lighting: shopping mall, super 
market, retailer shops.

• Workshop & garage

The Duncan LED Batten is a one box solution. Available in two 
common sizes, its ability to not only change the wattage but 
also the colour temperature makes an ideal replacement for 
traditional battens.

• Conventional linear LED batten product for commercial service spaces

• Steel body 71mm wide

• Quality white powder coated finish with robust polycarbonate diffuser

• Large 16mm2 terminal block connections

• Easy installation with generous 20mm central cable entry

• Integral constant current non-dimmable LED driver

• High efficiency SMD LED chips, CRI > 80, 120 degree beam distribution

• Easy selectable colour changing temperature (CCT) with an inbuilt switch 
3000K, 4000K, 6500K

• Selectable power adjustment with an inbuilt switch 
•  600mm - 10W/20W
• 1200mm - 20W/40W

• 3 year warranty
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INSTALLATION

Must be installed by a Licensed Electrician
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TECHNICAL SPECIFICATIONS

Operating voltage: 220-240V / 50Hz

Class: Class I (1)

Wattage: 21792: 10W / 20W Switchable
21793: 20W / 40W Switchable

Lumens: 21792 10W: 1200 Lumen max
21792 20W: 2300 Lumen max
21793 20W: 2000 Lumen max
21793 40W: 4000 Lumen max

Colour temperature: 3000°K (Warm white)
4000°K (Cool White)
6500°K (Daylight)

Beam Angle: 120 degrees

Colour rendering index: ≥80

Power factor: ≥0.9

Dimmable: No

Rated lifetime: 30,000hrs @40°C Ambient

Construction: Steel (frame)
Polycarbonate (diffuser)

Ingress protection: IP20 (Indoor only)

Operating temperature: TA: 25 degrees Celsius

Warranty: 3 year replacement

Standards: AS/NZS 60598.1
AS/NZS 60598.2.2
CISPR15

MODEL COLOUR DESCRIPTION BOX SIZE GROSS WEIGHT BOX QTY BARCODE/TUN

RETAIL
BOX

21792/05 White
Duncan Dual-Watt 
CCT LED Batten 
600mm

W635 x H75  
x D75 mm

0.90 1 pc

OUTER 
CTN

21792/05 White
Duncan Dual-Watt 
CCT LED Batten 
600mm

W655 x H176 
x D173 mm

4.60 kg 4 pc

RETAIL
BOX

21793/05 White
Duncan Dual-Watt 
CCT LED Batten 
1200mm

W1235 x H75  
x D75 mm

1.70 kg 1 pc

OUTER 
CTN

21793/05 White
Duncan Dual-Watt 
CCT LED Batten 
1200mm

W1255 x H176  
x D173mm

7.40 kg 4 pc
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DUNCAN DUAL-WATT LED
CCT BATTEN LIGHT

Large 16mm2 
terminal block 
connections

Easy installation 
with generous 
20mm central 
cable entry


