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APPLICATIONS

• Ideal for any residential or commercial interior 
space

•  Complete home retrofit or new builds.

• Create in app automation, so lights  
come on based on certain behaviour,  
ie: when movement is detected via a sensor,  
the lights turn on automatically 

Control by voice, 
app or manually

• Create different colour scenes and mood lighting.

•  Easy tuneable colour temperature (3000K warm white to 5700K daylight

• Tuneable RGB colour spectrum (16 million colour options).

• External driver.

• Rated lumens: 800lm (white only).

• Working voltage 220-240VAC 50Hz.

• Cut out: 90mm.

• Driver and 600mm flex and plug included.

• Dimmable only via app and/or voice control through Amazon Alexa® and 

Google Assistant®

• Create schedules & timing to automate your home.

• Control from anywhere via app or voice control.

• Connects to other BrilliantSmart products.
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PRISM  
SERIES II DOWNLIGHT

MODEL COLOUR DESCRIPTION BOX SIZE GROSS WEIGHT BOX QTY BARCODE/TUN

RETAIL
BOX

22162/05 White
Smart WiFi Prism 
RGB CCT  
Downlight

W140 x H85  
x D113 mm 0.35 kg 1 pc

INSTALLATION

Must be installed by a licensed electrician

TECHNICAL SPECIFICATIONS

Operating voltage: 220-240V / 50Hz

Class: Class II (2)

Wattage: 10W Total

Lumens: 800 Max Lumens

Colour temperature: Change colour temperature between 3000K and 5700K

Beam angle: 100 degrees

Colour rendering index: ≥81

Power factor: ≥0.9

Dimmable: Yes via App

Rated lifetime: 30,000hrs @25°C Ambient
(When covered with thermal insulation)

Cutout size: ø90mm

Ingress protection: IP44 rated (front face only)

Construction: Polycarbonate with PS diffuser

Plug & cord: 2-pin SAA approved, 1.0m length

Warranty: 5 year replacement

WiFi Info: IEEE802.11b/g/n, 2.4GHz
Mac Encryption; WEP/WAPI/TKIP/AES

Device Requirements: iOS 8.0 or higher, Android 4.1 or higher

Standards: AS/NZS 60598.1
AS/NZS 60598.2.2
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