
Dimensions

Functions Diagram

Speed 

Brightness

Direction

Mode Keys
0-15

On/Off

Loop Playback

Scene Keys

Pause/Continue

Setting Key

7 Colors Jump

7 Colors Horse Race

6 Colors Trail

6 Colors Float

7 Colors Fade

7 Colors Flow

Gradients Trail

7 Colors Smooth

7 Colors Gradients Flow

White Meteor

Bi-color FloatColor White  Float

7 Colors Flash

7 Colors Circle Horse Race 

6 Colors Circle Trail

6 Colors Double Trail

Long press to save 
the current scene

The Learning ID Method:

in 5s, the running Press “ID learning button” on the SPI-16 receiver 
light flicker several times, canceled.

The receiver and remote are Pre-synced at factory. If deleted 
accidentally, the sync method is as follows (multiple remotes 
could be synced to one receiver):

Learning ID: 
Short press “ID learning button” on the SPI-16 receiver, the running 
light is on. Then press any keys on the remote M16, the running 
light flicker several times, activated.  

Canceling ID: 

RGB Chasing 
LED Strip Remote Controller

Product Ordering
Part Number LED Strip Type Input Voltage Max Load IP Rating Approval Barcode

HV9102-SPI-16S+M16S RGB Chasing Strip 12v DC or 24v DC
12v DC = 108w

24v DC = 216w
IP20 9350418001504

Product Specifications
Material Plastic

Colour White

IP Rating IP20

IK Rating IK07

Protection Class 3 (No Earth Required)

Input Voltage 12v or 24v DC

Transmitting Range Up To 30m

Output Frequency 2.4Ghz

Zones 1

Presets 15

Dimmable Yes - 5% to 100%

Working Temp -20° - 55° C

Remote Battery 3v CR2032

Warranty 3 Years Replacement*

Sample Wiring Diagram - 1 Length of Strip

Sample Wiring Diagram - Multiple Lengths of Strip

Havit Lighting  
143 Beauchamp Road, 
Matraville, N.S.W. 2036 
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