
Model No. Input Power Lumen CCT Beam Angle CRI Fitting Colour
SE7062 BK 240V 7W 600lm 5000K 120° x 2 >80 Black
SE7062 CB 240V 7W 600lm 5000K 120° x 2 >80 Charcoal Black

IP65

Model No. Input Fitting Colour

SL7221GU AS 240V Anodized Silver

SL7221GU BK 240V Black

SL7221GU SL 240V Silver

SL7222GU AS 240V Anodized Silver

SL7222GU BK 240V Black

SL7222GU SL 240V Silver

 SL7221 SL7222

LED WALL LIGHT
SL7221, SL7222  
NEW BONDI
CONSTRUCTION 
• Premium aluminium body
• Powder coated finish
• Clear tempered glass cover
• GU10 lamp base
• Lamp NOT included

IP RATING
• IP65 weatherproof

LAMP OPTIONS
• GU10L350
• GU10L550
• GU10LR750
• GU10LA750

Specifications above are for reference only and may vary without prior notice Specifications above are for reference only and may vary without prior noticewww.sal.net.au www.sal.net.au 
Switch

Compatible

LED WALL LIGHT
SE7062 LACHLAN WALL
CONSTRUCTION
• Die-cast aluminium body
• Powder coated finish
• Clear glass diffuser
• High output SMD LED chip
• Built-in constant current non-dimmable LED driver

IP RATING
• IP54 weatherproof
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DIMENSIONS
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