LED Square Pendant Light ilP
iReady

PRODUCT SPECIFICATIONS

=(8 3000K s
E - § ELECTRICAL
Supply Voltage 100-240V AC
30,q9ug 10W Supply Frequency 50-60Hz
SAVING LAMP LIFE LUM.?S(S’ Supply Current 0.1A
Power Factor 0.5
Total Input Power [2W
- F% Secondary Output Voltage 2V Max
5 Secondary Output Current 840mA
Lamp Power oW
MATERIALS
1200 Body Steel
Lens / Diffuser Acrylic
Canopy Chrome
THERMAL
é Thermal Protection Fully protected
(mm) 1 150 | Ambient Temperature Rating 45°C
Maximum Surface Temp 85°C
LED-PO106B
OPTICAL / PHOTOMETRIC
Luminous Flux 950 lumens
WEIGHT / LIFE CRI 80
Fitting 830g Colour Temperature 3000K
LED Lamp Life 30,000HR Beam Angle 150°
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PRODUCT FEATURES

* Single square light LED pendant

= Square clear acrylic diffuser with frosted
inner finish attached to chrome plate

* Chrome plated canopy with inbuilt LED
driver and adjustable wires

REFERENCE COLOUR CODE
LED-PO106B Chrome 2708
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